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® HARLEY DAVIDSON   PAN AMERICA™ EURO 5 TYPE-APPROVAL                                                   SPS CARBON 

Part Number HDSPSPAT-AB (keeps the original pre-silencer)  

SPS CARBON TITANIUM  
 
 

• SPS CARBON TITANIUM silencer 
• Hydroforming technology  
• Slip on system (fits the stock pre-silencer)  
• Designed to match the original heat shield  
• Laser engraved logo 
• Euro-5 Type-approval Directive 134/2014/CE 2018/295/CE  

  -0,9 kg weight reduction compared to the original exhaust system  

Part Number HDSPSPAC-AB (keeps the original pre-silencer)  

SPS CARBON BLACK 
 
 

• SPS CARBON BLACK silencer 
• Hydroforming technology  
• Slip on system (fits the stock pre-silencer)  
• Designed to match the original heat shield  
• Laser engraved logo 
• Euro-5 Type-approval Directive 134/2014/CE 2018/295/CE  

  -0,4 kg weight reduction compared to the original exhaust system 

The motorcycles, trade marks, names and models shown in this catalog are exclusively aimed to promote HP Corse by Steelform products. 
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Welcome SPS CARBON, the new HP Corse exhaust dedicated to Pan America™ 1250 and Pan America™ 1250 Special models. Designed to 
explore new paths that stretch behind the horizon, the octagonal exhaust system has been engineered to maintain the original carbon fiber heat 
shield. Thanks to the EP LINK PIPE, the Silencers can be mounted excluding the pre-silencer. The carbon-fibre outlet internally wraps an ama-
zing ovoidal hydroformed spout featuring a rounded dual gas output. Our silencer body is proposed in two versions: titanium or stainless steel 
with black ceramic treatment. Laser engraved HP Corse logo. The exhaust system is Euro 5 Type-approved under Directive 134/2014/CE and 
2018/295/CE. 

EP LINK PIPE Part Number HDPA-D  (ONLY FOR RACE PARTS) 
 
        -2,8 kg weight saving with SPS CARBON TITANIUM + EP LINK PIPE setup (compared to the original exhaust system with pre-silencer)  

 
 -2,4 kg weight saving with SPS CARBON BLACK + EP LINK PIPE setup (compared to the original exhaust system with pre-silencer)  
   

 

SPS CARBON TITANIUM + EP LINK-PIPE 
Part Number HDSPSPAT-AB + HDPA-D  

SPS CARBON BLACK + EP LINK-PIPE 
Part Number HDSPSPAC-AB + HDPA-D  

EP LINK PIPE 
Part Number HDPA-D  
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HP CORSE s.r.l. 
C.F. P.I. 02668231208 

Registered office 
Via Romitino 11-2, 40055 Castenaso (BOLOGNA) 

Offices 
Via Amola 45, 40050 MONTE SAN PIETRO (BO) 

 

 
 
 

 
Steelform s.r.l. 

C.F. P.I. 01698860309 
Registered office 

Via Max Piccini, 16-33061 RIVIGNANO-TEOR (UD) 
Administrative headquarters and offices 

Via Udine60, 33061 RIVIGNANO-TEOR (UD) 
 

www.hpcorse.com 
info@hpcorse.com  

commerciale@hpcorse.com 
Tel. +39 0432 822 200  
Fax +39 0432 822 231 

WhatsApp +393290072274 

 
 

Il brand “HPCORSE” e i prodotti presentati nella brochure sono di HPCORSE 
(tutti i diritti sono riservati) 

WEB SITE                       CATALOGUE 


